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FRONT ELEVATION

9-PLEX REAR ELEVATION
9-PLEX RIGHT END ELEVATION

9-PLEX LEFT END ELEVATION
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BLDG. D

HARDIE CEMENT  WIDE
EXPOPSURE 10" LAP SIDING,
PAINTED

HARDIE CEMENT LAP SIDING,
ALTERNATING 10", 5", 5"
REPEAT PATTERN,
PAINTED TYP.

5/4 x 4 HARDIE TRIM 
PAINTED TYP., EA. SIDE
OF ACCENT SIDNG PANEL

GUARDRAIL SYSTEM
FABRICATED STEEL W/
POWERCOATED FINISH

6X6 EXPOSED WOOD
POST, STAINED TYP.

HARDIE CEMENT LAP SIDING,
ALTERNATING 10", 5", 5"
REPEAT PATTERN,
PAINTED TYP.

HARDIE CEMENT 7"
LAP SIDING, PAINTED

5/4 x 4 HARDIE TRIM 
PAINTED TYP.

9-PLEX 

OBSCURED PRIVACY GLASS
AT BATHROOM WINDOWS
WHERE OCCUR

INTERSECTING
ROOF DORMER

2X8 CEDAR VARGE TRIM
BD. TYP.,
PRIMED & PAINTED

TYPICAL OUTSIDE CORNER BOARDS
5/4 x 4 HARDIE TRIM 
PAINTED TYP.
ALL OUTSIDE CORNERS
& AT SIDING BREAKS TYP.& AT SIDING BREAKS TYP. ALL WALLS

HARDIE CEMENT  WIDE
EXPOPSURE 10" LAP SIDING,
PAINTED

GUARDRAIL SYSTEM
FABRICATED STEEL W/
POWERCOATED FINISH

6X6 EXPOSED P.T.
WOOD POST, STAINED
TYP.

HARDIE CEMENT LAP SIDING,
ALTERNATING 10", 5", 5"
REPEAT PATTERN,
PAINTED TYP.

HARDIE CEMENT 7"
LAP SIDING, PAINTED

5/4X10 HARDIE HORIZ. TRIM,
PAINTED W/ 'Z' MTL DRIP
FLASHING OVER TOP TYP.

2X8 CEDAR VARGE
TRIM BD. TYP.,
PRIMED & PAINTED

COMP. ROOFING
30 YR. ARCHITECTURAL TAB

COMP. ROOFING
30 YR. ARCHITECTURAL TAB

HARDIE CEMENT LAP SIDING,
ALTERNATING 10", 5", 5"
REPEAT PATTERN,
PAINTED TYP.

1'
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"

HARDIE CEMENT LAP SIDING,
ALTERNATING 10", 5", 5"
REPEAT PATTERN,
PAINTED TYP.

HARDIE CEMENT 7"
LAP SIDING, PAINTED

5/4X10 HARDIE HORIZ.
TRIM, PAINTED W/ 'Z' MTL
DRIP FLASHING OVER TOP
TYP.

VINYL WINDOWS

FABRICATED STEEL
GUARDRAIL SYSTEM,
POWDERCOATED

5/4 x 4 HARDIE TRIM 
PAINTED TYP.

HT. OF HIGHEST
AVERAGE GABLE
ROOF

33
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ARCHITECTURAL TAB
COMPOSITION ROOFING AT
COVERED ENTRY STRUCTURE

6X6 P.T. POST W/ 5/4 CEDAR
OR EQUIVALENT WOOD TRIM
WRAP & 5/4X4 TOP & 5/4X6
BOTT. ACCENT TRIM, PRIMED
& PAINTED TYP.

GUARDRAIL SYSTEM
FABRICATED STEEL W/
POWERCOATED FINISH

HARDIE CEMENT  WIDE
EXPOPSURE 10" LAP SIDING,
PAINTED

HARDIE CEMENT 7"
LAP SIDING, PAINTED

2X6 CEDAR FASCIA
PRIMED & PAINTED,W/
& PRE-FINISHED SHT.
MTL. GUTTERS TYP.

COMP. ROOFING
30 YR. ARCHITECTURAL TAB 2X8 CEDAR VARGE

TRIM BD. TYP.,
PRIMED & PAINTED

TYPICAL OUTSIDE CORNER BOARDS
5/4 x 4 HARDIE TRIM 
PAINTED TYP.
ALL OUTSIDE CORNERS
& AT SIDING BREAKS TYP. ALL WALLS
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VINYL WINDOWS

5/4X10 HARDIE HORIZ.
TRIM, PAINTED W/ 'Z' MTL
DRIP FLASHING OVER TOP
TYP.

THRU-WALL PTAC.
UNITS TYP. 6X6 EXPOSED P.T.

WOOD POST, STAINED
TYP.

2X8 CEDAR VARGE TRIM
BD. TYP.,
PRIMED & PAINTED

HARDIE CEMENT LAP SIDING,
ALTERNATING 10", 5", 5"
REPEAT PATTERN,
PAINTED TYP.

COMP. ROOFING
30 YR. ARCHITECTURAL TAB

6X6 P.T. POST W/ 5/4 CEDAR
OR EQUIVALENT WOOD TRIM
WRAP & 5/4X4 TOP & 5/4X6
BOTT. ACCENT TRIM, PRIMED
& PAINTED TYP.


